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1. Introduction  

This document serves as a guide for thermal bridge modelers following national guidelines in the 

United Kingdom . 

For guidance on numerical modelling of thermal bridges, t he UK Governmentõs Standard 

Assessment Procedure (SAP) for Energy Rating of Dwellings refers to the BR497 manual  by BRE. BR497 

provides a framework for assessing thermal bridges based on international standards EN ISO 6946 

and ISO 10211. While BR497 generally follows the core principles of ISO 10211, it introduces slight 

deviations. For this reason, it is important to mention that this document is specifically prepared for 

use in the UK market.  It is advised to read this document together with BR497 , as references to the 

relevant paragraphs will be made.  

To support practitioners in the UK, this document presents step -by -step examples of the most 

common junctions using the TRISCO software, adhering to BR497 principles. The reference naming 

for junctions from SAP (Table K1) is maintained (e.g. a steel lintel detail is referred to as an E1 

junction).  

It is recommended to first read chapter  2, which covers general principles  - such as geometry 

import, grid refinement, boundary conditions, and treatment of air spaces  - that apply to all 

examples. Each subsequent chapter then focuses on a specific building junction.  

Each example is accompanied by a  DXF file, which can be directly loaded into TRISCO, as well as 

the final TRISCO files and calculation results. This allows the document to serve as a practical training 

resource for improving and evaluating TRISCO skills.  

Kindly note, this guide is compatible with:  

¶ BR497 Thermal Bridging Guide, 2nd Edition, BRE Press, 2016 . 

¶ Standard Assessment Procedure (SAP) Version 10.2, Released 11 April 2023 . 

¶ BRE Information Paper 1/06 : Assessing the effects of thermal bridging at junctions and 

around openings , BRE Press, 2006. 

2. General principles  

2.1. Loading junction geometry in DXF format  

For each example discussed in th is document , a DXF file with the geometry is available. The DXF 

files are prepared in such way they can be directly  imported into  TRISCO by using TriscoDXF: 

¶ Geometry in closed polylines, with each material in a separate layer.  

¶ A prefix (colour number and fill mode) allowing linking materials and boundary conditions 

to the geometry (see also document H3  on the Physibel Knowledge Base) . 

¶ You may need to adjust the layer sequence for getting the correct colouring in line with  the 

superposition principle.  

The procedure of importing DXF files in TRISCO is explained in the  Physibel Knowledge Base in  tutorial 

(T-TRCb) and on the TRISCO YouTube  channel .  

When importing the DXF  file, it is recommended to use the settings shown in Figure 1. The DXF files 

provided with this document are drawn in millimetres , which is indicated in the grid unit. It is best to 

place the component in its real orientation (upright  = Z-orientation ). Strictly speaking, this is not 

necessary for the calculation, but manipulating/rotating the model is more intuitive when it has its 

real orientation.  

https://www.physibel.be/en/knowledge#h3-how-to-assign-colour-properties-to-dxf-layers
https://www.physibel.be/en/knowledge#t-trcb-geometrical-input-of-a-dxf-file-via-triscodxf-prepared-dxf-file
https://www.youtube.com/playlist?list=PLP2JqZ4hjGR3bnZ9hENJNEezC6rOU8mkH
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Figure 1: 2D Image Position when importing the DXF file in TRISCO by using TriscoDXF  

2.2. Grid refinement  

When a DXF file is imported into TRISCO (see section  2.1), the model is placed on its Minimum grid , 

which represents the coarsest mesh needed to define the geometry. For accurate numerical 

calculations, this grid must be refined. The Grid Ƃ Auto Splité function allows you to do this 

efficiently in a single step. With the settings shown in the image below, all grid elements smaller than 

5 cm will be subdivided into 1 cm meshes. F urther from material interfaces, the grid will be gradually 

coarsened by a factor of 1.5.  

 

Figure 2: Auto Split dialog box  

According to section 2.6 of BR497, the meshõs impact on the total heat flow should not exceed 1% , 

and its effect on the temperature factor should be no more than 0.005 . To verify this, BR497 suggests 

refining the mesh by splitting each element in two and recalculating the system. This can be done 

by selecting all meshes (click the top row in the Grid Window ), then choosing Grid Ƃ Split... to divide 

each mesh element into two subdivisions.  

     

Figure 3: Left) selection of all mesh and right) Split selected Mesh(es)  
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2.3. Boundary conditions  

In TRISCO, boundary conditions are defined using blocks. Wherever a block linked to a boundary 

condition touches a material, that boundary condition is applied. Due to this principle, it is inevitable 

that overlaps occur when multiple boundary conditions m eet at a geometric transition. BR497 limits 

such overlaps to 1 mm, and to just 0.1 mm in the case of metal thermal bridges. The figure below 

illustrates how adding a 1 mm grid ensures compliance with this criterion for a corner where 

horizontal heat flow (colour 174) occurs through the walls and upward heat flow (colour 190) 

through the roof.  

 

Figure 4: Corner with horizontal heat flow at wall and upward heat flow at ceiling level  

2.4. Air spaces  

BR497õs approach to air spaces is largely based on the standards of EN ISO 6946; an air space may 

be modelled  as an equivalent material in which the effects of convection and infrared radiation 

are included. BR497 differentiates between cavities (ôirregular divided air spacesõ) and layers 

(ôregular divided air spacesõ). A layer is defined as an air space in which the thickness and width 

(and, in 3D models, length) are mutually orthogonal, and the ratio of widt h to thickness in the 

principal direction of heat flow  is more than 1 0. In 3D thermal models, the width is taken as the 

smaller of the two dimensions orthogonal to the principal heat flow direction. In all other cases , the 

air space is classified as a cavity.  

In addition , BR497 divides air spaces into non -ventilated and well -ventilated air spaces according 

to the following criterion : 

¶ Non -ventilated air space : the openings to the external environment are < 1500mm² per m 

length (vertical layers) and per m² surface area (horizontal layers)  

¶ Well-ventilated air space : the openings to the external environment are Ó1500mm² per m 

length (vertical layers) and per m² surface area (horizontal layers)  
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Non -ventilated cavities:  

In the Physibel software both non -ventilated cavit ies and layers are predefined by the Type 

EQUIMAT with standard EN6946 . For a non -ventilated cavity the Subtype is CAVITY and the user 

needs to define the  physical flow direction (HOR, UP, DOWN) and the geometrical flow direction 

(uppercase letter  = the heat flow direction, and lowercase letter = the direction parallel to the heat 

flow direction). In case low emissivity materials are used on the surrounding surfaces, these can be 

adjusted under ôȄ1/ Ȅ2õ. 

The software automatically calculates the equivalent thermal conductivity based on the geometry 

associated with each colour . Therefore, it is important to assign a unique colo ur to each air space. 

If multiple air spaces share the same colo ur, they can be separated by selecting the relevant colo ur 

in the Colour window  and using the Colours Ƃ Split zones... function.  

 

Figure 5: Example of a layer (colour 192) and cavity (colour 193)  

Well-ventilated cavities:  

For well -ventilated cavities, BR497 (based on EN ISO 6946) prescribes that the air space should be 

treated as a boundary condition with the outdoor temperature, but using the internal surface heat 

transfer coefficient. In the Physibel Colour database, the default colours for a well -ventilat ed 

cavity/layer are: 1) 185 for horizontal heat flow, 2) 175 for downward heat flow, and 3) 177 for 

upward heat flow.  

An exception to the way air spaces are treated in BR497 compared to EN ISO 6946 occurs in the 

case of suspended floors. This special case is illustrated with an example in section 8 (junction E5b).  

2.5. Temperature factor, ἮἠἻἱ and c ritical temperature fact or ἮἫ 

There is an increased risk of surface condensation and mould growth at thermal bridges. The 

temperature factor is used to assess these risks. The formula for calculating temperature factor 

Æ under steady state condition is:  

Æ
4 4

4 4
 

where 4ȟ4ȟ4  are  the  coldest interior surface temperature, the  external temperature and the 

internal temperature respectively.  

Surface resistance 2  has significant effect on the calculated surface temperature. According to 

the BR497 it is essential to use the surface resistance appropriate to the element being analy sed. 

These resistances are stated in section 2.5 in BR497.  

The temperature factor must be  higher than the critical temperature factor Æ to avoid surface 

condensation or m ould growth. BR497 refer s to BRE information paper IP 1/06  for appropriate valu es 

of Æ for different internal environments. Table s 1 and 2 present these values for the relevant  types 

of buildings.   
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Table 1 Critical temperature factors for avoiding mould growth in buildings  

Type of building  ἮἫ 

Dwellings; residential buildings; schools  0.75 

Swimming pools (including a dwelling with an indoor pool)  0.90 

 

Table 2 Critical temperature factors for limiting the risk of surface condensation  

Type of building  ἮἫ 

Storage buildings  0.30 

Offices, retail premises  0.50 

Sports halls, kitchens, canteens; buildings heated with un -flued gas heaters  0.80 

Buildings with high humidity , e.g.  swimming pools, laundries, breweries  0.90 

 

Note:  

In three -dimensional corners of the ground floors the internal surface temperature drops very sharply 

in the corner.  However the overall area where the internal surface temperature is less than the 

critical surface temperature is usually small. According  to BRE information paper IP 1/06 it is 

appropriate to have  relaxation  (g =0.93) of the critical temperature factor Æ to Æ. So: 

Æ Ç   Ø   Æ 

and the condition to avoid surface condensation or mould growth becomes:  

Ὢ Ὢ 

According to BR497  and IP 1/06 for regulatory purpose s there is a relaxation in distance from t wo 

corner junctions of 10 mm (in all directions) . Only temperature factors beyond these 10mm zones 

need to be considered when comparing with Ὢ. Thus in three-dimensional wall/wall/ground 

junctions both relaxa tions are coupled. For all other details these relaxations do not apply.  Example 

5a, Annex A (see section 7 and 7.1) illustrates this. 
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3. E1 ð Perforated steel lintel           

   E1_STEEL_LINTEL.trc 

   

Figure 6: Perforated steel linte l ð Junction E1  

Step 1: Identify  junction type  

¶ Steel lintel with perforated steel  

Step 2: Refer to appropriate conventions within BR497  

¶ 4.3.1 Lintel (window head)  

¶ 2.2.4 Sloped elements  

¶ 2.3.1 Perforated plate  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E1_STEEL_LINTEL.dxf  

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ For perforated metal lintels the geometry becomes 3D. To simplify this geometry, BR497 

allows an equivalent conductivity to be calculated  for a perforated metal lintel. This 

procedure is outlined in se ction  3.1 of the current document.  The thermal conductivity of 

colour 19  which is used for the lintel can be adjusted  to match  the value of  Figure 7 below. 

All other materials are defined from the Colour database.  

¶ Boundary conditions  and surface heat transfer coefficients  are  defined as per section 2.5  of  

BR497, see Figure 6 above.  

Files/E1_STEEL_LINTEL/1_STEEL_LINTEL_PROJECT/E1_STEEL_LINTEL.dxf
Files/E1_STEEL_LINTEL/1_STEEL_LINTEL_PROJECT/E1_STEEL_LINTEL.dxf
Files/E1_STEEL_LINTEL/1_STEEL_LINTEL_PROJECT/E1_STEEL_LINTEL.dxf
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Figure 7: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ Area of flanking elements are the internal dimensions (as per 2.2.2  of  BR497).  

Edit Ƃ Areas. 

¶ 1D U-values are defined at the edges of flanking elements . 

Edit Ƃ U Values. 

 

 

Figure 8: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis ( Ƿ-value / temperature f actor  

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497;  

¶ Lintel detail s can be modelled without the window frame. The intersection  of  the frame and 

sill is taken as an adiabatic boundary (colour 191 in Physibel Colour Database ). 

¶ The length of the flanking element lw is either 1000mm or 3 times thickness of wall; whichever 

is greater.  

¶ To avoid the problem of trying to model the perforations as part of a much larger model, 

the perforated metal plate can be separately modelled to obtain  the  effective thermal 

conductivity. The metal plate is then included in the large model as a solid material with an  

effective thermal conductivity. See section  3.1 of this document for  the  detailed procedure. 

In this example the  resulting  equivalent thermal conductivity of the perforated zone is 41.42 

W/mK.   

¶ The indoor boundary conditions are defined with two colour types: indoor horizontal (174) 

and indoor upward heat flow (190) ( see Figure 6). 
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¶ The procedure to convert non -rectangular elements into orthogonal components is 

mentioned in section 2.2.4 of  BR497. You could also refer to  section 3.2 of this document for 

an applied example.  

Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) = 0.193 W/mK  

Ƿ  
 

 
5ρ !ρ  =   

Ȣ

 
πȢρυσ ρȢσυ  = 0.193 W/mK  

Temperature fa ctor (Æ )= 0.931 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Steel lintel with perforated  steel = 1.0 W/mK  

 

Figure 9: Material properties and Isotherms  

  

https://physibel.sharepoint.com/sites/SERVICESSALES/Gedeelde%20documenten/KNOWLEDGE_BASE/Working%20docs/KnowledgeBase_preparation/B22_SAP_BR497/E1%20STEEL%20LINTEL/1.%20STEEL%20LINTEL%20PROJECT/E1%20STEEL%20LINTEL.trc
https://physibel.sharepoint.com/sites/SERVICESSALES/Gedeelde%20documenten/KNOWLEDGE_BASE/Working%20docs/KnowledgeBase_preparation/B22_SAP_BR497/E1%20STEEL%20LINTEL/1.%20STEEL%20LINTEL%20PROJECT/E1%20STEEL%20LINTEL.trc
https://physibel.sharepoint.com/sites/SERVICESSALES/Gedeelde%20documenten/KNOWLEDGE_BASE/Working%20docs/KnowledgeBase_preparation/B22_SAP_BR497/E1%20STEEL%20LINTEL/1.%20STEEL%20LINTEL%20PROJECT/E1%20STEEL%20LINTEL.trc
https://physibel.sharepoint.com/sites/SERVICESSALES/Gedeelde%20documenten/KNOWLEDGE_BASE/Working%20docs/KnowledgeBase_preparation/B22_SAP_BR497/E1%20STEEL%20LINTEL/1.%20STEEL%20LINTEL%20PROJECT/E1%20STEEL%20LINTEL.trc
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3.1. Annex A: Calculation of equivalent thermal conductivity for perforated steel lintel  

        PERFORATED_LINTEL.trc  

As stated in BR497, we calculate the equivalent conductivity for the  perforated steel lintel in a 

separate model. The reafter we  apply this equivalent conductivity value to the lintel detail where 

the steel lintel is a solid without any perforation.  

In this example we consider a case where the perforations are located only in the inclined part of 

the steel lintel.  

Step 1: Select a part of the  perforated steel for analysis  

¶ In case  the  perforation s donõt have a repeating pattern, the entire perforated steel plate 

shall be modelled .  

¶ In the case of repeat ing  perforations on the steel lintel, a repeating module  can be 

considered .  

¶ The thickness of the selected portion (module) of perforated steel plate will have the same 

thickness as the actual steel lintel.  

Step 2: Apply Materials and  boundary conditions  

     

 

Figure 10: Module of perforated plate modelled in TRISCO 

¶ Since this portion of perforated plate forms part of the steel lintel, heat transfer occurs by 

conduction only. The boundary conditions (interior or exterior) are therefore used only to set 

the temperatures, together with  a high global surface heat transfer coefficient (for example 

h = 108 W/m²K ). 

Step 3: Calculate the total heat flow (Q)  

¶ Upon running the analysis, from the text output, note the Q value.  

Output Ƃ Text Output Ƃ Thermal calculation Results tab. 

 

 

Files/E1_STEEL_LINTEL/2_PERFORATED_LINTEL/perforated_lintel.trc
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Step 4: Calculate Equivalent Conductivity ( Ȋeq ) 

 After running the calculation, from the text output, calculate the equivalent conductivity, 

using the equation:  

ה                  Â Ó ʇ ɝʃȾÄ 

                 ʇ ה ÄȾÂ Ó ɝʃ 

with , b = Width of analysis module ( perpendicular to the  heat flow) = 0.15m   

s = Thickness of the section considered = 0.005 m  

d = Depth of cross section considered = 0.15m  

ǵ = Simulated heat flow  = 4.1426 W 

Dq = Temperature difference = 20 K  

 

ʇ
πȢρυ  τȢρτ

πȢρυ πȢππυ ςπ
τρȢτ 7ȾÍ+ 

Note: Validation of this procedure is described in detail at Physibel Knowledge Base: document 

C22.  

https://www.physibel.be/en/knowledge#c22-the-equivalent-thermal-conductivity-of-a-perforated-metal-plate
https://www.physibel.be/en/knowledge#c22-the-equivalent-thermal-conductivity-of-a-perforated-metal-plate
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3.2. Annex B: Simplified model  compared with detail ed  model  

      E1_STEEL_LINTEL_SIMPLIFIED.trc 

We take the example of the E1 perforated  steel lintel project to simplify and approximate  the  steel 

lintel into rectangular elements. Part 2.2.4 of BR497, Non -rectangular elements , describes the 

procedure to approximate the sloped parts of geometry into rectangular elements. The key points 

to be noted are:  

1. Using the notation shown in  Figure 11, ȁ is the angle of the slope and y/x = tan( ȁ). If tan(ȁ)> 

1, i.e ȁ>45°, then x<y, otherwise x>y.  

            

Figure 11: Sub-divisions (x and y) to convert sloped geometry (of steel lintel) into rectangular elements  

2. If the thickness of the sloped part (d) is < 4 mm, it is categorised as a thin layer. T he smaller 

of (x, y) must be no greater than  2.5 x d.  

If the thickness of the sloped part (d) is > 4mm, then itõs not a thin layer. Then, the  smaller of 

(x, y) must be no greater than  10mm.  

3. The thickness of the stepped rectangular elements should be the same as that of the sloped 

steel lintel, which in this example is 5 mm.  

4. Steps can be uniform or different to their adjacent ones, but it needs to have a whole 

number of complete steps between the start and end of the slope .  

5. Depending on the precise connection of the sloping part with the non -sloping parts of the 

detail being modelled, the end(s) of one or more of the stepped lines along the slope may 

need to be extended (or shortened) to meet with the rest of the rectangular model.  

6. The correct intersection of each step with the line of the slope being approximated should 

produce two equal triangles (one above and one below the line).  

 Procedure to approximate sloped steel lintel into rectangular elements  

¶ Angle of inclination > 45, which means y>x. (Ref point 1).  

¶ Steel lintel is 5mm thick, which falls under the category of ônot thin layers õ. Hence x, (shorter 

side) can be  a  maximum  of  10mm. (Ref point 2)  

¶ We make vertical grid lines of spacing x/2, then draw a stepped line (represented with a 

green line in Figure 12) at centre  of  the  sloped geometry ( centre  line represented with 

magenta  colour ).  

¶ The thickness of the stepped elements should be  the same as that of the sloped geometry . 

¶ Repeat this stepped pattern along the sloped geometry.  

¶ At the ends of sloped geometry, where it meets  the  non -sloping  parts, extend the stepped 

elements at the ends to have a perfect intersection and a whole number of completed 

steps. (Ref to points 4 and 5).  

Files/E1_STEEL_LINTEL/3_SIMPLIFIED_STEEL_LINTEL_PROJECT/E1_STEEL_LINTEL_SIMPLIFIED.trc
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Figure 12: Illustrating procedure to approximate steel lintel into rectangular elements  

Calculated Result from the analysis: (approximated model with rectangles)  

Number of Nodes = 7698 ;   ǵ = 8.115 W 

Linear thermal transmittance ( Ƿ) = 0.199 W/mK  

 

 

Temperature factor ( Æ )= 0.930  

Calculated Result from the analysis of the detailed model with sloped geometry:  

Refer to project E1 ð perforated steel lintel ;    Number of Nodes = 69324 ;  ǵ = 8.038 W;    

Linear thermal transmittance ( Ƿ) = 0.193 W/mK  

 

 

Temperature factor ( Æ )= 0.931  

 

Figure 13: Comparing analysis grid mesh for approximated model with rectangular elements  (7698 

nodes)  vs. detailed model with sloped geometry  (69324 nodes)  

  

Ƿ  
 

 
 5ρ  !ρ  =   

Ȣ  

 
πȢρυσρȢσυ  = 0.199 (W/mK)  

Ƿ  
 

 
 5ρ  !ρ  =   

Ȣ

 
πȢρυσρȢσυ  = 0.193 (W/mK)  
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4. E2 ð Lintel (any other, excluding steel lintel with perforated steel)  

E2_CONCRETE_LINTEL.trc 

 

Figure 14: Concrete lintel ð Junction E2  

Step 1: Identify junction type  

¶ E2 - Independent concrete lintels  

Step 2: Refer to appropriate conventions within BR497 

¶ 4.3.1 Lintel (window head)  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E2_CONCRETE_LINTEL.dxf 

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions and surface heat transfer coefficients defined as per section 2.5  of 

BR497. 

 

Figure 15: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of  BR497)  

Edit Ƃ Areas . 

 

Files/E2_CONCRETE_LINTEL/E2_CONCRETE_LINTEL.trc
Files/E2_CONCRETE_LINTEL/E2_CONCRETE_LINTEL.dxf
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¶ 1D U-values are defined at the edges of flanking element . 

Edit Ƃ U Values. 

 

 

Figure 16: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)).  

Edit Ƃ Derived Thermal Properties é 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The lintel detail can be modelled without a  window frame. The intersection of the frame and 

lintel is taken as an adiabatic boundary using colour 191 in the  Colour Database . 

¶ The length of the flanking element is  either  1000mm or 3 times thickness of  wall; whichever 

is greater.  

¶ The indoor boundary conditions are defined with two colour types: indoor horizontal (174) 

and indoor upward heat flow (190) , see Figure 14. 

Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) = 0.042 W/mK  

Ƿ  
 

 
 5ρ !ρ  =  

Ȣ

 
πȢρυσρȢσυ  = 0.042 W/mK  

Temperature factor ( Æ )= 0.908 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Any other lintel (excluding steel lintel with perforated steel) = 1.00 W/mK    
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Figure 17: Material properties  and Isotherms   
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5. E3 ð Window  sill                        

E3_WINDOW_SILL.trc 

 

Figure 18: Window Sill ð Junction E3  

Step 1: Identify junction type  

¶ E3 ð Window  sill 

Step 2: Refer to the appropriate conventions within BR497 

¶ 4.3.3 Sill 

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E3_WINDOW_SILL.dxf 

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions  and surface heat transfer coefficients defined as per section 2.5  of 

BR497. 

 

Figure 19: Materials and boundary condition properties for analysis  

 

 

Files/E3_WINDOW_SILL/E3_WINDOW_SILL.trc
Files/E3_WINDOW_SILL/E3_WINDOW_SILL.trc
Files/E3_WINDOW_SILL/E3_WINDOW_SILL.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of BR497).  

Edit Ƃ Areas. 

¶ 1D U-values are defined at the edges of flanking elements . 

Edit Ƃ U Values. 

 

Figure 20: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497  

¶ Sill detail can be modelled without the window frame. The intersection of the frame and the 

sill is taken as an adiabatic boundary using colour 191 in the Physibel Colour Database . 

¶ The length of the flanking element is either 1000mm or 3 times the thickness of wall; 

whichever is greater.  

¶ The indoor boundary conditions are defined with two colour types: indoor horizontal (174) 

and indoor downward heat flow (166) ( see Figure 18). 

Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) = -0.004 W/mK  

ɰ  
 

 5ρ  !ρ  =   
Ȣ  

 
πȢρυσρȢσυ  = -0.004 W/mK  

Temperature factor ( Æ )= 0.980 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Sill = 0.1 W/mK 
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Figure 21: Material properties  and Isotherms  
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6. E4 ð Window j amb  

E4_Window_Jamb.tr   

 

 

Figure 22: Materials and boundary conditions of window jamb (E4)  

Step 1: Identify junction type  

¶ E4 - Jamb  

Step 2: Refer to the appropriate conventions  within BR497 

¶ 4.3.2 Jamb  

¶ 2.5 Boundary conditions  

¶ 2.2.2 Areas of Flanking elements  

Step 3: Prepare geometry in DXF format : E4_Window_Jamb.dxf  

See section 2.1 in this document.   

Note: In section  2.1, the XZ orientation is recommended, as this is the most suitable choice for 

the majority of the examples in this document, which are vertical sections.  The present 

example, however, is a horizontal section. Therefore, using the XY orientation makes 

manipulating and rotating the model in TRISCO more intuitive. This choice is purely for 

convenience and has no impact on the calculation results.  

 

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions  and  surface heat transfer coefficients are defined as per section 2.5 of 

BR497. 

Files/E4_WINDOW_JAMB/E4%20Window%20Jamb.trc
Files/E4_WINDOW_JAMB/E4_Window_Jamb.dxf
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Figure 23: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of BR497). 

Edit Ƃ Areas. 

¶ 1D U-values are defined along the edges of flanking elements . 

Edit Ƃ U Values. 

 

 

Figure 24: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis  (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Properties é 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ Jamb detail can be modelled without the window frame. The intersection of the frame and 

wall  is taken as adiabatic by overriding with  the  colour 191.  

¶ The length of the flanking element is either 1000mm or 3 times the thickness of wall; 

whichever is greater.  

Calculated Result from the analysis:  

Linear thermal transmittance (Ƿ) = 0.003 W/mK  

ɰ  
 

 
 5ρ  !ρ  =   

Ȣ

 
πȢρφωρȢττ  = 0.003 W/mK  

Temperature factor ( Æ )= 0.969 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Jamb = 0.1 W/mK  
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Figure 25: Material properties  

 

 

Figure 26: Isotherms  
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7. E5a ð Ground floor  (slab on the ground)  

          

 E5A_Slab_on_Ground.trc  

 

 

Figure 27: Materials and boundary conditions of slab on ground  (E5 a) 

Step 1: Identify junction type  

¶ E5 ð Ground floor (Normal)  

Step 2: Refer to the appropriate conventions within BR497 

¶ 4.7.1 Solid ground floor  

¶ 2.5 Boundary conditions  

¶ 2.2.2 Areas of Flanking elements  

Step 3: Prepare geometry in DXF format : E5A_Slab_on_Ground.dxf  

See section 2.1 in this document.   

Note: For ground -floor junctions, the floor is modelled as 0.5b, while the ground is modelled up to 

2.5b horizontally from the wall and 2.5b vertically from ground level. This approach follows EN ISO 

Files/E5_GROUND_FLOOR/E5A_SLAB_ON_GROUND/E5A_Slab_on_Ground.trc
Files/E5_GROUND_FLOOR/E5A_SLAB_ON_GROUND/E5A_Slab_on_Ground.dxf
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10211 standards . However , according to BR497 b should be fixed to  8 m. The modelling  dimensions 

are illustrated in Figure 27.  

However, creating such a large model in a DXF environment can result in missing critical details in 

the floor and wall representation. To capture all details accurately, pixel resolution must be 

reduced, which significantly increases computational load. Th erefore, it is recommended to initially 

model  the ground -floor junction  using 0.5b dimensions and then extend the model in TRISCO to 

achieve the required 2.5b dimensions.  For this example the recommended   pixel resolution in 

TriscoDXF is 1.  

Figure 28 shows the initial model with 0.5b. To obtain an accurate model, the first grid dimensions 

are increased by 16  000 mm, corresponding to 2b. The final result is presented in Figure 29.  

 

Figure 28 DXF dimensions of the model  
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Figure 29 The extended dimensions of the model for calculation  

Step 4: Define material properties and boundary conditions  

¶ For boundary conditions  and  surface heat transfer coefficients (as per section 2.5  of BR497) 

 

Figure 30: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -values and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of BR497).  

Edit Ƃ Areas. 

¶ 1D U-values are normally defined at the edges of flanking elements. In case of a slab on 

ground detail, the U -value of the floor is not 1D. The equivalent U -value of the floor, including 

the ground resistance must be calculated as per EN ISO 13370 
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(Ground_Floor_Junction_Calculator.xlsx ). This value can be enforced in the U -value window 

(see Figure 31). 

Edit Ƃ U Values. 

 

 

    

 

Figure 31: 1D U-Values defined in TRISCO 

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the flanking element (wall) is 1000mm or 3 times the thickness of the wall , 

whichever is greater.  

¶ The level of the external soil (in the model) should be set 150 mm below that of the internal 

floor finish.  

¶ The characteristic dimensions of the floor (b) in the model should be set to  8 m, which 

corresponds to a P/A of 0.25 (section 2.2.2  of  BR497). P/A are defined in EN ISO 13370. 

¶ The example mentioned above is a 2D case, where the floor width is b/2 and soil depth for 

analysis should be taken as 2.5  x b.  

¶ In case of 3D heat transfer (3D corner of wall -wall -ground), to calculate temperature at the 

corner of the floor slab , refer to  the section 7.1 . 

¶ The U-value of the floor must also include the resistance offered by the soil below. This shall 

be calculated as per EN ISO 13370 (Formula 4) or the BRE U-value calculator. Alternatively, 

you can also use the attached spreadsheet  Ground_Floor_Junction_Calculator.xlsx .  

 

Ground_Floor_Junction_Calculator.xlsx
Ground_Floor_Junction_Calculator.xlsx
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Calculated Result from the analysis:  

Linear ther mal transmittance ( Ƿ) = -0.003 W/mK  

ɰ   
 

  5ρ  !ρ 5ς !ς  =   
Ȣ  

πȢρυσρȢττπȢρχυτ  = - 0.003 W/mK 

Temperature factor ( Æ )= 0.941 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2) : 

Ground floor (normal) (E5) = 0.32 W/mK  

 

Figure 32: Material properties  
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Figure 33: Temperature contour  from the analysis  
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7.1. Annex A: Temperature factor for 3D corner  (wall -wall -slab on ground  detail)   

E5A_Slab_on_Ground_3D.trc  

BR497 requires that the temperature factor (fRsi) for ground junctions be calculated using 3D 

modelling. This section illustrates the procedure with an example  from the previous paragraph .  

Step 1: Modelling 3D corner in TRISCO 

¶ We shall continue from the previous example of the 2D corner (wall -ground junction) to 

create a 3D Junction. Firstly, we extend the floor in the orthogonal direction  to 4 meters 

(which is 0.5 B) by changing the Y 0-1 grid  mesh  from 1 meter to 4 meters.  

      

Figure 34: Extruding the Y plane from 1m to 4m  

¶ Then, select all blocks, under the blocks menu choose ôRevolve 90Áõ and select the axis of 

revolution along with its position.   

Blocks Ƃ Revolve 90Áé 

          

Figure 35: Modelling 3D corner junction using revolve  

Step 2: Create analysis temperature nodes  (by using Nodes BCs)  

¶ As per BR497, we will derive the temperature factor from the node  temperature s at 1cm 

from the  corner  (see Figure 39). We will use Nodes BCs to output these temperatures. First , 

grid coordinates are created in X, Y and Z at 1cm from the corner.  

Files/E5_GROUND_FLOOR/E5A_SLAB_ON_GROUND/E5A_Slab_on_Ground_3D.trc
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Figure 36: Splitting grids to incorporate analysis grid nodes  

¶ Then,  Node BCõs are defined (Edit Ƃ NODE BCs) . Choose òInsert afteró creating a node 

parameter. Here we change the type to POWER with its value 0 W. In this way, we create a 

power source of 0 Watt . The temperatu res of these Node BC will be available in the text 

output.  

Edit Ƃ Node BCõs 

¶ Input the coordinates X, Y, Z for all 3 nodes to analyze surface temperature.  

 

Figure 37: Analysis node parameters at Node BCõs window 

Step 3: Run the calculation  

¶ Prepare the grid for analysis, using auto split from the grid menu.  (see Section 2.2) 

¶ Run the calculation and open the text output. Under the Node BC tab, note the lowest 

temperature among the 3 nodes defined.  

   

Figure 38: Temperature at analysis nodes  
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Calculate the Temperature Factor (f RSI) 

¶ The surface temperature (Tsi) is the minimum temperature of the 3 analyzed nodes which is 

noted in the previous step.  

¶ Temperature factor (f RSI) is given by the equation:  

Æ  
 
  =   ρχȢττ  π Ⱦςπ  π = f 0.25 = 0.87 (-) 

Where Tsi and Te are the indoor and external temperatures . The calculated f Rsi value is 0.8 7(-

). Check section 2.5 for critical temperature factors ÆᴂÇ   Ø   Æ. 

Note, as per BR497:  

¶ Check section 2.5 of this document for temperature factor and critical temperature factor 

explanations, formulas and value tables.  

¶ Part 3.2, of BR497 explains  the  procedure to calculate  the  temperature factor (f Rsi), which is 

used to assess the risk of surface condensation or mould growth on any detail.  

¶ fRsi is calculated at  steady state conditions and depends only on the construction of the 

geometry but  not on the air temperatures. Once f Rsi is calculated, we can use this value to 

calculate surface temperature in any other set of conditions using:  

Tsi = Te + fRsi (Ti - Te) 

¶ To avoid problems of surface condensation or mould growth f Rsi should not be lower  than 

the critical temperature factor fc. BRE 497 refers to minimum values for fc for different internal 

environments (Information Paper IP 1/06).  

¶ BR497 (refering to IP 1/06) sets a relaxation both in distance from the coldest point and 

critical temperature factor.   

 

Figure 39: Point A, coldest point which is at the corner above skirting. The other points X,Y and Z are 

10mm away from point A  

¶ The reported corner temperature factor is obtained from the minimum of the three 

temperatures that are 10 mm away (in each of the three orthogonal axes, i.e X, Y, and Z in 

the model) from the coldest temperature in the corner, point A (which is the 3D corn er at 

top of skirting).  

¶ The characteristic dimensions of the floor (b) in both directions of the  floor in the model 

should be set to  8 meters, which corresponds to a P/A of 0.25 (section 2.2.2, BR497).  

¶ The example mentioned above is a 3D scenario , where  the  floor depth is b/2 and  the  soil 

depth for analysis should be taken as 2.5 b in both directions.  
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Figure 40: Geometry and Isotherms  
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8. E5b - Ground floor (suspended ground slab)  

E5B_Suspended_Ground_floor.trc  

 

 

Figure 41: Materials and boundary conditions of suspended ground slab  (E5B)  

Step 1: Identify junction type  

¶ E5 ð Ground floor (Normal)  

Step 2: Refer to appropriate convention s within BR497 

¶ 4.7.2 Suspended ground floor  

¶ 2.5 Boundary conditions  

¶ 2.2.2 Areas of Flanking elements  

Step 3: Prepare geometry in  DXF format : E5B_Suspended_Ground_floor.dxf  

See section 2.1 in this document.  

In this example the procedure explained in E5a is followed. ( see section  7, step 3) . 

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions  and  surface heat transfer coefficients are defined as per section 2.5 of 

BR497. 

Files/E5_GROUND_FLOOR/E5B_SUSPENDED_GROUND_SLAB/E5B_Suspended_Ground_floor.trc
Files/E5_GROUND_FLOOR/E5B_SUSPENDED_GROUND_SLAB/E5B_Suspended_Ground_floor.dxf
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Figure 42: Materials and boundary condition properties for analysis  

¶ For the under floor cavity , choose the type as BC_SIMPL with downward heat flow, using an 

under floor air temperature (T u=5.564°C), calculated from 

Ground_Floor_Junction_Calculator.xlsx . 

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions ( as per 2.2.2 of BR497)  

Edit Ƃ Areas  

¶ 1D U-values are normally defined at the edges of flanking elements  (wall and ground slab). 

1D U-value of floor must be calculated from the indoor environment up  to the  underfloor air 

cavity.  

Edit Ƃ U Values 

 

   

Figure 43: Areas 1D U-Values defined in TRISCO 

Step 6: Run calculation and derive thermal properties manually  

¶ Prepare the grid for analysis using ôAuto splitõ and then run calculation.  

Ground_Floor_Junction_Calculator.xlsx
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Grid Ƃ Auto splité  (see section 2.2 for parameters ) 

¶ Calculate the total heat flow (Q) from the results tab of  the  text output. The heat flow from 

the indoor environment to the outdoor environment happens downward through  the  floor 

and horizontally through the walls. So, in this example  project ,  

Q= 18.9124 W + 4.9861 W = 23.8985 W 

Output Ƃ Text output Ƃ Thermal calculation results 

 

 

Figure 44: Heat flow results in TRISCO 

Calculate Ƿ value:  

Linear thermal transmittance (Ƿ) = 0.094 W/mK  

 

  

b  Characteristic dimension of the floor (m) - as per 2.2.2, BR497    

lw Length of wall (m) - as per 2.2.2, BR497       

U'w 1D U-value of Wall (W/m 2K)  (shown as per  Figure 43)         

U'fd  1D U-value of floor deck (W/m 2K)  (shown as per Figure 43)         

Ti Indoor temperature            

Te Outdoor temperature            

Tu Average underfloor air temperature (as calculated above in step -4)   

ǵ Heat flow  (as calculated in step -6) 

Alternatively, you could use Ground_Floor_Junction_Calculator.xlsx , to calculate the Ƿ value. 

Note, as per BR497:  

¶ The length of the flanking element (wall) is 1000mm or 3 times thickness of wall; whichever is 

greater.  

¶ The level of the external soil (in the model) should be set 150 mm below the internal floor 

finish. 

¶ The characteristic dimensions of the floor (b) in the model should be set to  8 m, which 

corresponds to a P/A of 0.25 (section 2.2.2, BR497).  

¶ The example above is a 2D case, in which the floor depth is b/2 and the soil depth used for 

the analysis should be taken as 2.5 ×  b.  

¶ The underfloor space is at an intermediate temperature, Tu, between Ti and Te. Tu should 

be calculated from the heat balance in accordance with the Annex -G of EN ISO-13370 for 

ɰ  
         

  
 

  
    

 
 

Ground_Floor_Junction_Calculator.xlsx
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a P/A of 0.5. This results in a characteristic dimension (B)=4m. But this is only limited to 

calculate  the  underfloor air temperature Tu. However, for the later steps to determine the Ƿ 

value, we need to model the characteristic dimension of floor (B=8m) mentioned as per 

section 2.2.2, BR497. 

¶ The underfloor temperature Tu shall be calculated as per EN IS O 13370 (G.1) or BRE U value 

calculator. Alternatively, you can also use Ground_Floor_Junction_Calculator.xlsx . 

¶ When calculating Tu, ventilation of the underfloor space should be determined in 

accordance with Annex G of BS EN ISO 13370 assuming the  wind speed as 5 m/s, shielding 

factor as 0.05 and the ventilation openings equivalent to 0.0015 m² per metre length of the 

floor perimeter.  

¶ Uõfd  is the U-value of the floor deck. If the floor deck has no repeating thermal bridging, Uõfd  

is 1D, and can be directly  calculated from Edit Ƃ U values  (in accordance with EN ISO 6946). 

Where repeating thermal bridges are present, only those bridges within half of the repeating 

dimension from the junction need to be  modelled. Check BR497 3.1.3.1 for more detail.  

 

Figure 45: Isotherms  

  

Ground_Floor_Junction_Calculator.xlsx
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9. E6 ð Intermediate floor same dwelling  

E6_intermediate_slab_same_dwelling.trc  

 

Figure 46: Intermediate slab within the same dwelling ð Junction E6  

Step 1: Identify junction type  

¶ E6 ð Intermediate floor same dwelling  

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.5.1 Intermediate floor . 

¶ 2.5 Boundary conditions.  

Step 3: Prepare geometry in DXF format : E6_intermediate_slab_same_dwelling.dxf  

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ) 

 

Figure 47:  Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of  BR497)  

Edit Ƃ Areas  

¶ 1D U-Values are defined at the edges of flanking elements.  

Files/E6_INTERMEDIATE_FLOOR_SAME_DWELLING/E6_intermediate_slab_same_dwelling.trc
Files/E6_INTERMEDIATE_FLOOR_SAME_DWELLING/E6_intermediate_slab_same_dwelling.dxf
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Edit Ƃ U Values 

¶ Length of the flanking element of the wall (lw) over which 1D U -Value (Uw) apply should 

include the thickness of the slab.  

lw = a + b + c  

 

    

Figure 48: 1D U-values and area of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)) 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ Length of the wall above and  below the slab is 1000mm or 3 times the thickness of the wall; 

whichever is greater.  

¶ The indoor boundary conditions are defined with 3 colour types: horizontal (174) , downward 

(166) and upward heat flow (190) (see Figure 46). 

Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) = 0.008 W/mK . 

Ƿ  
 

 
 5ρ  !ρ  =   

Ȣ

 
πȢρυσσȢρπυ  =  0.008 W/mK  

Temperature factor ( Æ )= 0.978 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2) 

Intermediate floor within a dwelling (E6) = 0.14 W/ mK 
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Figure 49: Material properties  and Isotherms  
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10. E7 ð Intermediate floor between dwelling  

E7_intermediate_slab_between_dwelling.trc  

 

Figure 50: Intermediate floor between dwelling ð Junction E7  

Step 1: Identify junction type  

E7 ð Intermediate between dwelling  

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.5.1 Intermediate floor  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E7_intermediate_slab_between_dwelling.dxf  

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5  of  BR497) 

 

Figure 51: Materials and boundary condition properties for analysis  

 

 

Files/E7_INTERMEDIATE_FLOOR_BETWEEN_DWELLING/E7_intermediate_slab_between_dwelling.trc
Files/E7_INTERMEDIATE_FLOOR_BETWEEN_DWELLING/E7_intermediate_slab_between_dwelling.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per  section  2.2.2 of  BR497). 

Edit Ƃ Areas. 

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497. 

Edit Ƃ U Values. 

 

 

Figure 52: 1D U-values and area of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the wall above and below the slab is 1000mm or 3 times the thickness of wall , 

whichever is greater.  

¶ The calculated Ƿ ð psi value from software (using derived thermal properties) will be split up 

equally into halves for both dwellings.   

Calculated Result from the analysis:  

Linear  thermal transmittance (Ƿ) from software = 0.057 W/mK   

ɰ  
 

 
 Ὗ ὃρ Ὗς ὃς  =   

Ȣ

 
πȢρυσρȢττπȢρυσρȢττ  =  0.057 W/mK  

Actual Linear thermal transmittance of Junction = Ƿ/2 = 0.057/2 = 0.02 85 W/mK  
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Temperature factor ( Æ )= 0.941 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2) : 

Party floor between dwellings (in blocks of flats) (E7) = 0.28 W/m·K  

 

Figure 53: Material properties  and Isotherms  
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11. E10 ð Eaves insulation at ceiling  

E10_EAVES_INSULATED_CEILING.trc 

    

Figure 54: Eaves insulation at ceiling ð Junction E10  

Step 1: Identify junction type  

E10 ð Eaves (insulation at ceiling level) . 

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.2.3 Sloping rafter to flat ceiling (insulated at ceiling) . 

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E10_EAVES_INSULATED_CEILING.dxf 

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ) 

 

Figure 55: Materials and boundary condition properties for analysis  

 

Files/E10_EAVES_INSULATION_AT_CEILINIG/E10_EAVES_INSULATED_CEILING.trc
Files/E10_EAVES_INSULATION_AT_CEILINIG/E10_EAVES_INSULATED_CEILING.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions ( as per 2.2.2 of BR497)  

Edit Ƃ Areas  

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497.  

Edit Ƃ U Values 

¶ For the ceiling, the U -value must be calculated from the indoor boundary to  the ventilated 

cavity only.  

 

 
 

Figure 56:  1D U-values and area of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)) 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the wall below the ceiling is 1000mm or 3 times the thickness of the wall , 

whichever is greater. The length of the ceiling for analysis is 1000mm.   

¶ The indoor boundary conditions are defined with 2 colour types: horizontal (174) and upward 

heat flow (190) . The outdoor is treated as an highly ventilated cavity, so , for which  the interior 

surface coefficient s with the exterior temperature should be u sed  (177) (185) (see Figure 54). 

Calculated Result from the analysis:  

Linear thermal transmittance (Ƿ) = 0.050 W/mK  

Ƿ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢρυσρȢττπȢπψψρ  =  0.050 W/mK  
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Temperature factor ( Æ )= 0.948 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Eaves (insulation at ceiling level) = 0.12 W/mK  

 

Figure 57: Material properties  

 

Figure 58: Isotherms  
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12. E11 ð Eaves insulation at rafter  

E11_EAVES_INSULATION_AT_RAFTER.trc 

 

Figure 59: Eaves insulation at rafter ðjunction E11  

Step 1: Identify junction type  

¶ E11 - Eaves (Insulation at rafter level ). 

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.2.5  wall to rafter . 

¶ 2.5 Boundary condition . 

Step 3: Prepare geometry in DXF format : E11_EAVES_INSULATION_AT_RAFTER.dxf 

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ). It is 

important to define adiabatic conditions at the roof cut, as it does not lie in an orthogonal 

plane.  

 

Files/E11_EAVES_INSULATION_AT_RAFTER/E11_EAVES_INSULATION_AT_RAFTER.trc
Files/E11_EAVES_INSULATION_AT_RAFTER/E11_EAVES_INSULATION_AT_RAFTER.dxf
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Figure 60: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ TRISCO is limited to rectangular shapes and is not capable of detecting areas or U -values of 

sloped elements 1. Consequently,  from the TRISCO output results we  will manually calculate  

the  linear thermal transmittance (Ƿ value).  

¶ The area s of the flanking elements are  the internal dimensions ( as per 2.2.2 of BR497).  

The area  of roof, is calculated manually which is 1m ². The area of wall can be either 

calculated manually or from TRISCO (Edit Ƃ Areas). 

¶ 1D U-values are defined at the edges of flanking elements, and 1D U -value of the roof must 

be entered as an enforced value.  

5 ÒÏÏÆ
 

 
Ȣ

Ȣ

Ȣ

Ȣ

Ȣ

Ȣ

πȢςςτ W/m²K  

¶ The 1D U value of the wall (0.2 23 W/m²K) can be manually calculated or directly noted from 

U values window, because  the  wall is an orthogonal element.  

Edit Ƃ U Values 

    

Figure 61: 1D U-values of wall  

Step 6: Run the calculation  

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

¶ Run the calculation, then from text output, under the thermal calculation results tab, note 

the total 2D heat flow  for the exterior boundary conditions (colour 170) is 9.274 W. 

Note, as per BR497:  

¶ The length of the wall below the ceiling is 1000mm or 3 times the thickness of wall; whichever 

is greater. The length of the ceiling for analysis is 1000mm.   

 
1 SOLIDO which is an extension of TRISCO can handle free forms  in 3D, and thus also sloped surfaces.  

BISCO can handle free forms  in 2D, and thus sloped surface in 2D.  
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The indoor boundary conditions are defined with 2 colour types: horizontal (174) and upward 

heat flow (190).  (see Figure 59). 

¶ The values under ôhorizontalõ apply to heat flow directions Ñ30Á from the horizontal plane (for 

example if a roof slope is less than 30°, the horizontal values should be used, otherwise the 

upwards values are used).  

Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) = 0.016 W/mK  

Ƿ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢςςτρ πȢςςτ ρ =  0.016 W/mK  

Temperature factor ( Æ )= 0.961 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Eaves (insulation at rafter level) = 0.15 W/m K  

 

 

Figure 62: Material properties  and Isotherms  
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13. E12 ð Gable insulation at ceiling  

E12_GABLE_INSULATED_CEILING.trc 

 

Figure 63: Gable insulation at the ceiling ð Junction E12  

Step 1: Identify junction type  

E12 ð Gable insulation at ceiling level  

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.1.2 Roof gable (insulated at ceiling)  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E12_GABLE_INSULATED_CEILING.dxf 

See section 2.1 in this document.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ) 

 

Figure 64: Materials and boundary condition properties for analysis  

 

 

Files/E12_GABLE_INSULATION_AT_CEILING/E12_GABLE_INSULATED_CEILING.trc
Files/E12_GABLE_INSULATION_AT_CEILING/E12_GABLE_INSULATED_CEILING.dxf


 

PHYSIBEL KNOWLEDGE BASE 2026                                         50 / 92 

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions ( as per 2.2.2 of BR497)  

Edit Ƃ Areas. 

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497. 

Edit Ƃ U Values. 

 

 

Figure 65: Areas and 1D U -values of the flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)) 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the wall above and  below the slab is 1000mm or 3 times the thickness of wall , 

whichever is greater.  

¶ The indoor boundary conditions are defined with 2 colour types: horizontal (174) and upward 

heat flow (190). The outdoor is treated as an highly ventilated cavity, so, for which the interior 

surface coefficient with the exterior temperature should be used  (177) (see Figure 63). 

Calculated Result from the analysis:  

Linear  thermal transmittance (Ƿ) from software = 0.064 W/mK  

ɰ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢςςτρ πȢρρυρ  =  0.064 W/mK 
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Temperature factor ( Æ )= 0.911 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Gable (insulation at ceiling level) = 0.25 W/mK  

 

Figure 66: Material properties  and Isotherms  
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14. E13 ð Pitched roof insulation at the rafter  

E13_Pitched_Roof_Gable_Insulation_at_Rafter.trc  

 

Figure 67: Gable insulation at rafter ð Junction E13  

Step 1: Identify junction type  

Gable (insulation at rafter level) . 

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.1.5 Roof gable (insulated on slope) . 

¶ 2.5 Boundary conditions.  

Step 3: Prepare geometry in DXF format : E13_Pitched_Roof_Gable_Insulation_at_Rafter.dxf  

See section 2.1 in this document.  

Note: According to BR497, Section 3.1.3.1, if a repeating thermal bridge is located within half 

of its normal spacing from the junction in the flanking element, it should be included in the 

model.  

All other repeating thermal bridges in the flanking element should be excluded from both the 

model and the determination of the flanking element U -value. Therefore, in this example, the 

second timber member away from the corner junction is not included in the model.  

For more information on this procedure, we recommend reviewing Method 2  in document 

B15 on the Physibel Knowledge Base.  

 

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ). 

Files/E13_PITCHED_ROOF_GABLE_INSULATION_RAFTER/E13_Pitched_Roof_Gable_Insulation_at_Rafter.trc
Files/E13_PITCHED_ROOF_GABLE_INSULATION_RAFTER/E13_Pitched_Roof_Gable_Insulation_at_Rafter.dxf
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Figure 68: Materials and boundary condition properties for analysis  

Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements is the internal dimensions ( as per 2.2.2 of BR497). 

Edit Ƃ Areas. 

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497. 

Edit Ƃ U Values.  

Since the second timber  member  is not included in the model there is no need for 2D U-

value calculation and enforced U -value to the system.  

 

   
 

 

Figure 69: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 
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¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the wall above and  below the slab is 1000mm or 3 times the thickness of wall; 

whichever is greater.  

¶ The indoor boundary conditions are defined with 2 colour types: horizontal (174) and upward 

heat flow (190) (see Figure 67). 

Calculated Result from the analysis:  

Linear thermal transmittance (Ƿ) from software = 0.056 W/mK  

Ƿ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢςςσρ πȢρφςρ  =  0.056 W/mK  

Temperature factor ( Æ )= 0.916 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Gable (insulation at ceiling level) = 0.25 W/ m·K 

 

 

Figure 70: Material properties  
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Figure 71: Isotherms  
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15. E16 ð Normal wall corner  

E16_NORMAL_WALL_CORNER.trc 

 

Figure 72: normal wall corner ð Junction E16  

Step 1: Identify junction type  

Corner (normal)  

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.4.1 Corner (normal)  

Step 3: Prepare geometry in DXF format : E16_NORMAL_WALL_CORNER.dxf 

See section 2.1 in this document.  

Note: In section  2.1, the XZ orientation is recommended, as this is the most suitable choice for 

the majority of the examples in this document, which are vertical sections.  The present 

example, however, is a horizontal section. Therefore, using the XY orientation makes 

manipulating and rotating the model in TRISCO more intuitive. This choice is purely for 

convenience and has no impact on the calculation results.  

 

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of BR497 ) 

 
Figure 73: Materials and boundary condition properties for analysis  

 

Files/E16_NORMAL_WALL_CORNER/E16_NORMAL_WALL_CORNER.trc
Files/E16_NORMAL_WALL_CORNER/E16_NORMAL_WALL_CORNER.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements is the internal dimensions ( as per 2.2.2 of BR497)  

Edit Ƃ Areas. 

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497. 

Edit Ƃ U Values. 

 

 

Figure 74: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

 

Note, as per BR497:  

¶ The length of the flanking element of the wall is 1000mm or 3 times the thickness of wall; 

whichever is greater.  

¶ In case of a ventilated facade, the  U value of the wall is calculated from the indoor 

environment till the ventilated cavity layer.  

Calculated Result from the analysis:  

Linear thermal transmittance (Ƿ) from software = 0.051 W/mK  
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ɰ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢςςςρ πȢςςςρ  =  0.051 W/mK  

Temperature factor ( Æ )= 0.920 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Corner (normal) = 0.18 W/mK  

 

Figure 75: Material properties  

 

 

Figure 76: Isotherms  
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16. E17 ð Inverted wall corner  

E17_INVERTED_WALL_CORNER.trc 

 

Figure 77: Inverted wall corner ð Junction E17  

Step 1: Identify junction type  

¶ Corner (inverted ð internal area greater than external area)  

Step 2: Refer to appropriate convention(s) within BR497 

¶ 4.4.2 Corner (inverted)  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format:  E17_INVERTED_WALL_CORNER.dxf 

See section 2.1 in this document.  

Note:  In section  2.1, the XZ orientation is recommended, as this is the most suitable choice for 

the majority of the examples in this document, which are vertical sections.  The present 

example, however, is a horizontal section. Therefore, using the XY orientation makes 

manipulating and rotating the model in TRISCO more intuitive. This choice is purely for 

convenience and has no impact on the calculation results.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5  of BR497) 

 

Figure 78: Materials and boundary condition properties for analysis  

 

Files/E17_INVERTED_WALL_CORNER/E17_INVERTED_WALL_CORNER.trc
Files/E17_INVERTED_WALL_CORNER/E17_INVERTED_WALL_CORNER.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of  BR497). 

Edit Ƃ Areas.  

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2; BR497. 

Edit Ƃ U Values. 

 

 
 

Figure 79: Areas and 1D U -values of flanking element for analysis  

 

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the flanking element of the wall is 1000mm or 3 times the thickness of wall , 

whichever is greater.  

¶ In case of a ventilated facade, the  U value of the wall is calculated from the indoor 

boundary till the ventilated cavity layer.  

¶ If there are no constructional aspects to the thermal bridging at a corner junction (which is 

usually the case when the insulation layer is continuous around the inverted corner) the Ƿ 

value for the inverted corner will have a lower Ƿ-value than that for t he corresponding 

normal corner, and indeed it can be negative.  
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Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) from software = - 0.119 W/mK  

ɰ  
 

 
 Ὗρ ὃρ Ὗς ὃς  =   

Ȣ

 
πȢςσυρ πȢςσυρ  =  - 0.119 W/mK 

Temperature factor ( Æ )= 0.970 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Corner (inverted ð internal area greater than external area) = 0 W/mK  

 

Figure 80 Material properties  

 

 

Figure 81: Isotherms  
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17. E18 ð Party wall between dwellings  

E18_PARTY_WALL_BETWEEN_DWELLINGS.trc 

l 

Figure 82: Party wall between dwelling ð Junction E1 8 

Step 1: Identify junction type  

¶ Party wall between dwellings  

Step 2: Refer to appropriate convention(s) within BR497 

¶  4.5.3 Partition/party wall  

¶ 2.5 Boundary conditions  

Step 3: Prepare geometry in DXF format : E18_PARTY_WALL_BETWEEN_DWELLINGS.dxf 

See section 2.1 in this document.  

Note: In section  2.1, the XZ orientation is recommended, as this is the most suitable choice for 

the majority of the examples in this document, which are vertical sections.  The present 

example, however, is a horizontal section. Therefore, using the XY orientation makes 

manipulating and rotating the model in TRISCO more intuitive. This choice is purely for 

convenience and has no impact on the calculation results.  

Step 4: Define material properties and boundary conditions  

¶ Boundary conditions, surface heat transfer coefficients (as per section 2.5 of  BR497) 

 

Figure 83: Materials and boundary condition properties for analysis  

 

Files/E18_PARTY_WALL_BETWEEN_DWELLINGS/E18_PARTY_WALL_BETWEEN_DWELLINGS.trc
Files/E18_PARTY_WALL_BETWEEN_DWELLINGS/E18_PARTY_WALL_BETWEEN_DWELLINGS.dxf
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Step 5: Define the 1D U -value and areas of flanking elements  

¶ The area s of flanking elements are the internal dimensions (as per 2.2.2  of  BR497).  

Edit Ƃ Areas. 

¶ 1D Values are defined at the edges of flanking elements, and the required minimum length 

of wall and floor in the model as per 2.2.2 of BR497. 

Edit Ƃ U Values. 

 

 
 

Figure 84: Areas and 1D U -values of flanking element for analysis  

Step 6: Define derived thermal properties and run the calculation  

¶ Choose the output required to calculate from the analysis (Ƿ-value / temperature factor 

(fRsi)). 

Edit Ƃ Derived Thermal Propertiesé 

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Note, as per BR497:  

¶ The length of the flanking element of the wall is 1000mm or 3 times the thickness of the wall , 

whichever is greater.  

¶ For internal partitions within the same dwelling (or premises), the length lw over which the U -

value applies includes the thickness of the partition wall.  

lw = a + b + c  

¶ For a party wall between dwellings (or premises), the length lw over which the U -value of the 

wall applies doesnõt include the thickness of the party wall.  

lw = a + b with half of Ƿ allocated to each dwelling (or premises). 
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Calculated Result from the analysis:  

Linear thermal transmittance ( Ƿ) from software = 0.0 79 W/mK  

ɰ  
 

 
 5ρ !ρ 5ς !ς  =   

Ȣ

 
πȢςςφρ πȢςςφρ  =  0.079 W/mK  

Linear thermal transmittance for the junction (between 2 dwellings) = Ƿ/2  =   0.04 W/mK  

Temperature factor ( Æ )= 0.956 (Check section 2.5 for critical temperature factors Æ) 

Default Ƿ (as per SAP version 10.2)  

Party wall between dwellings = 0.24 W/mK  

   
Figure 85: Material properties   

 

Figure 86: Isotherms  
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18. P1a - Party wall/ground -floor junction (slab on the ground)  

          P1A_br497_model(i) .trc  

 P1A_br497_model(ii).trc

  

 

Figure 87 Materials and boundary conditions of model (i)  

 

 

Figure 88 Materials and boundary conditions of model (ii)  

Step 1: Identify junction type  

¶ P1 ð Party wall/ground floor ð between dwellings  

 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/BR497%20Method/P1A_br497_model(i).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/BR497%20Method/P1A_br497_model(ii).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/BR497%20Method/P1A_br497_model(ii).trc
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Step 2: Refer to the appropriate conventions within BR497  

¶ 4.8.1 Party wall/ground -floor junction  

¶ 2.5 Boundary conditions  

BR497 Section 4.8.1 requires two model s to be simulated. First, the floor with the separating wall 

giving the modelled heat loss ὗ  , and secondly the floor without the separating wall giving the 

modelled heat loss ὗ . Step 3 to 6 explains how to model the floor with separating wall and step 6 

to 8 explains how to model the floor without the party  wall.  

 

Step 3: Prepare geometry  of model (i)  in DXF format: P1A_br497_model(i).dxf  

See section 2.1 and section 7, step 3 in this document.   

As illustrated in the  Figure 87, the floor on the left side of the party wall has a length of 0.5b, while 

the floor on the right side extends b in length. Adjacent to the floor, a 300 mm horizontally adiabatic 

zone is defined. Beyond this zone, the ground is modelled to extend 2.5b horizo ntally from the 

adiabatic boundary and 2.5b vertically from the ground level.  

This junction is modelled in 3D. Along the y -axis, the model consists of a 0.5b wall , a 300 mm 

adiabatic zone , and a 2.5b-long ground section . Because the wall/ground model is extruded 4 m 

in the y -direction, the DXF geometry is created in the XZ plane , while the required modifications 

along the y -axis are made directly in TRISCO. The following paragraphs explain these modelling 

steps in more detail.  

Importing  the full 2.5b  ground section directly in TriscoDXF can result in the loss of important floor 

and wall details. Capturing these details accurately requires a much finer pixel resolution, which 

significantly increases the computational effort. A more efficient workflow is therefore  to model only 

0.5b  ground section in the DXF file and subsequently extend it in TRISCO to the required 2.5b  length. 

For this example, the recommended TriscoDXF pixel resolution is 1. 

When importing the DXF file, use the settings shown in Figure 1, but change the Object depth  from 

1 m to 4 m. After importing the geometry with this setting, the model will appear as shown in Figure 

89. 

 

Figure 89 DXF Dimensions and first import of the model (i)  

 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/BR497%20Method/P1A_br497_model(i).dxf
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To align the modelling approach with the methodology described in Section 4.8.1 of BR497, several 

modifications are required. First, the x - and z -axes should be extended by 2b (16 m). This can be 

achieved by adjusting the grid values accordingly. Next, two  new grid meshes should be added 

along the y -axis, with dimensions of 300 mm and 20 000 mm, respectively.  

Following these changes, the block sequence and numbering must be updated to correctly 

represent the soil (ground) and appropriate external and adiabatic boundary conditions in the 

newly added grid blocks.  

Figure 90 illustrates the final model that is used for the calculations and Figure 91 presents the blocks 

arrangement.  

 

 

Figure 90 Model (i) dimensions for the calculation  model  
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Figure 91 Blocks Arrangement  for model (i)  

Step 4: Define material properties and boundary conditions  

¶ For boundary conditions and surface heat transfer coefficients (as per section 2.5 of BR497)  

¶ Some of the colo urs used in the model do not match the default values provided in the 

TRISCO Colour Database. These colo urs have been manually adjusted to  match Worked 

Example 9 from BR497  (see red boxes in Figure 92 below) .  

 

Figure 92 Materials and boundary condition properties for analysis  

Step 5: Define derived thermal properties and run the calculation  

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

Step 6: Prepare geometry  of model (ii)  in DXF format:  P1A_br497_model(ii).dxf  

The modeling approach described in Step 3 is applied identically in Model (ii) , but without party 

wall  and foundation . The  resulting  grid dimensions and block numbers are shown in Figure 93 and 

Figure 94. 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/BR497%20Method/P1A_br497_model(ii).dxf
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Figure 93 Model (i i) dimensions for the calculation  model  

 

Figure 94 Blocks Arrangement for model (ii)  

Step 7: Define material properties and boundary conditions  

¶ Same as for step 4.  

Step 8: Define derived thermal properties and run the calculation  

¶ Same as for step 5. 

Calculated Result from the analysis:  

Linear thermal transmit tance ( ʕ) = 0.099 W/mK  

ʕ ʕ Ô 5   

ʕ
  Љ

Ȣ Ȣ

  Ȣ
πȢρρφ  W/mK  

where:  

1  = total heat loss from the model (i) (W) 

1  = total heat loss from the model (ii) (W) 

Љ = width of floor (in the model) parallel to the separating wall (m)  

5
Ȣ  Љ 

Ȣ

Ȣ  Ȣ
πȢςςφ W/m 2K 
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where:  

5 = U-val ue o f the heat -loss floor 

Ô  = thickness of the separating wall  

1 = 1 , the heat flow into the heat -loss floor of the second 3D model, model (ii)  

ʕ ʕ Ô 5 πȢρρφ πȢσφυπȢςςφ πȢρωψ W/mK  

Half of the calculated ʕ-value is assigned to each property.  

 

In the case of a separting wall within a property, ʕ is equal to ʕ  and the full calculated ʕ-value is 

assigned to property.  

Default Ƿ (as per SAP version 10.2):  

Ground floor ( P1) = 0.32 W/mK  

Note, as per BR497:  

¶ The height of the party wall, h pw  is taken to be 2.4 m. The height from the finished floor level 

to the adiabatic at the top of the separating wall in the model is ½h pw , ie 1.2 m.  

¶ The level of the external soil (in the model) should be set 150 mm below that of the internal 

floor finish.  

¶ The characteristic dimensions of the floor (b) in the model should be set to 8 m, which 

corresponds to a P/A of 0.25 (section 2.2.2 of BR497). P/A are defined in EN ISO 13370.  

¶ External walls are replaced by the adiabatic boundary (to avoid the ʕ-value being  

dependent on the construction of external wall)  at the edge of the floor which is verticall  

down from the finished floor level and then 300 mm horizontally at the level of the external 

soil, which itself 150 mm  below the finished floor level.  

¶ The results obtained in this document differ from those presented in Worked Example 9 of 

the BR497 document, despite using the same model, which suggests a potential error  in 

BR497.  

¶ BR497 recommends placing the adiabatic boundary (representing the external wall) at 

ground level. However, it can be argued that positioning it at the level of the wall insulation 

would provide a more realistic representation of the actual heat flow.  

¶ Section  18.1 investigates the impact of  two alternative models: one with the adiabatic 

condition extending to the floor insulation level, and another extending 1 m lower. Heat flux 

distributions are illustrated to demonstrate the dependency of the position of the the 

adiabatic condition . 

¶ For clarity, the files in this section are labeled BR497, while those in the other section are 

labeled Physibel.  
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Figure 95: Material properties  

 

Figure 96: Temperature contour from the analysis  
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18.1. Annex A: Increasing the adi abatic boundary condition depth  of external wall  

In BR497 Section 4.8.1, the party wall/ground -floor junction is modelled by replacing the external 

walls with an adiabatic boundary condition. This prevents the calculated ȗ-value from being 

influenced by the external wall construction. The adiabatic bound ary is applied vertically from the 

floor level down to the soil, and horizontally for 300 mm. While this method is conservative, it may 

not reflect realistic thermal bridging effects.  

To explore more representative modelling options, two alternative approaches are investigated:  

¶ In part 1, adiabatic boundary condition applied vertically only to the level of the inner wall 

insulation;   

¶ In part 2, adiabatic boundary condition applied vertically down to 1 meter below the inner 

wall insulation finish level.  

All three models use identical material properties, boundary conditions, and calculation steps as 

described in section 18 . Therefore, only essential images are provided here to illustrate the 

differences in geometry and boundary placement.  

18.1.1. Part 1: Adi abatic Condition at the level of party wall insulation  

P1A_Physibel_model(i). trc  

P1A_Physibel_model(ii). trc  

Step 1: Model Preparation  

P1A_Physibel_model(i). dxf  

P1A_Physibel_model(ii). dxf  

 

Figure 97 Materials, boundary conditions and dimensions of model(i) for Part 1  

As outlined in Section 18, Step 2, BR497 requires two separate models to simulate heat losses. In Part 

1, both models apply the adiabatic boundary condition up to the level of the floor insulation. Figure 

98 illustrates the dimensions of the model (i). 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Physibel%20Method/P1A_Physibel_model(i).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Physibel%20Method/P1A_Physibel_model(ii).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Physibel%20Method/P1A_Physibel_model(i).dxf
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Physibel%20Method/P1A_Physibel_model(ii).dxf
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Figure 98 Model (i) grid dimensions for the calculation model  

Step 2: Calculation  

Linear thermal transmit tance ( ʕ) = 0.092 W/mK  

ʕ ʕ Ô 5   

ʕ
  Љ

Ȣ Ȣ

  Ȣ
πȢρστ  W/mK  

where:  

1  = total heat loss from the model(i) (W)  

1  = total heat loss from the model(ii) (W)  

Љ = width of floor (in the model) parallel to the separating wall (m)  

5
Ȣ  Љ 

Ȣ

Ȣ  Ȣ
πȢρσψ W/m 2K 

where:  

5 = U-val ue o f the heat -loss floor 

Ô  = thickness of the separating wall  

1 = 1 , the heat flow into the heat -loss floor of the second 3D model, model (ii)  

ʕ ʕ Ô 5 πȢρστ πȢσφυπȢρσψ πȢρψτ W/mK  

Half of the calculated ʕ-value is assigned to each property.  

 

In the case of a separting wall within a property, ʕ is equal to ʕ  and the full calculated ʕ-value is 

assigned to property.  
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Figure 99 Temperature contour  

18.1.2. Part 2: Adi abatic Condition extended  1m below part wall insulation level  

P1A_Physibel_1m_model(i). trc  

P1A_Physibel_1m_model(ii). trc  

The third model, where the adiabatic boundary condition is extended 1 m below the party wall 

insulation level, follows the same procedure described in  Section 0(Part1). Only the DXF model 

dimensions and the TRISCO model  are presented here. The subsequent subsection will provide a 

comparative discussion of the results from all three models.  

  

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Phsyibel%20Method%201m/P1A_Physibel_1m_model(i).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Phsyibel%20Method%201m/P1A_Physibel_1m_model(ii).trc
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Step 1: Model Preparation  

P1A_Physibel_1m_model(i).dxf  

P1A_Physibel_1m_model(ii). dxf  

 

Figure 100 Materials, boundary conditions and dimensions of model(i) for Part 2 

 

 

Figure 101 Model (i i) grid dimensions for the calculation model  

Step 2: Calculation  

Linear thermal transmit tance ( ʕ) = 0.076 W/mK  

ʕ ʕ Ô 5   

ʕ
  Љ

Ȣ Ȣ

  Ȣ
πȢρπχ  W/mK  

where:  

1  = total heat loss from the model(i) (W)  

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Phsyibel%20Method%201m/P1A_Physibel_1m_model(i).dxf
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1A_SLAB_ON_GROUND/Phsyibel%20Method%201m/P1A_Physibel_1m_model(ii).dxf
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1  = total heat loss from the model(ii) (W)  

Љ = width of floor (in the model) parallel to the separating wall (m)  

5
Ȣ  Љ 

Ȣ

Ȣ  Ȣ
πȢρςσ W/m 2K 

where:  

5 = U-val ue o f the heat -loss floor 

Ô  = thickness of the separating wall  

1 = 1 , the heat flow into the heat -loss floor of the second 3D model, model (ii)  

ʕ ʕ Ô 5 πȢρπχ πȢσφυπȢρςσ πȢρυς W/mK  

Half of the calculated ʕ-value is assigned to each property.  

In the case of a separting wall within a property, ʕ is equal to ʕ  and the full calculated ʕ-value is 

assigned to property.  

 

Figure 102 Temperature contour  

18.1.3. Discussion  

BR497 Section 4.8.1 calculates the ȗ-value of the party wall/ground floor junction by applying 

adiabatic boundary conditions to the floor and party wall, thereby excluding the influence of the 

external walls.  

The calculated ȗ-value is highly sensitive to the vertical extent of the adiabatic boundary. In the 

BR497 approach, the boundary is placed at ground level, allowing heat to leave the floor through 

the ground at a relatively high level, resulting in a conse rvative ȗ-value.  

To evaluate this effect, two additional models were analysed: one with the adiabatic boundary at 

the level of the party wall insulation and one with the boundary extended 1 m below the insulation. 

The results above demonstrate that extending the adiabatic boundary deeper reduces the heat 

flux and therefore the ȗ-value.  
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Figure 103 illustrates this behaviour. A deeper adiabatic boundary increases the heat flow path 

through the ground, restricting heat transfer and reducing the calculated ȗ-value. To avoid this 

sensitivity, we recommend modelling the external walls instead of replacin g them with adiabatic 

boundaries.  

 

Figure 103 Heat flow trajectory and values for different models  
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19. P1b ð Party wall/ground -floor junction (suspended floo r) 

P1B_Suspended_Floor_model(i). trc   

P1B_Suspended_Floor_mo del(i i).trc  

 

Figure 104 Materials and boundary conditions of model (i)  

 

 

Figure 105 Materials and boundary conditions of model (ii)  

Step 1: Identify junction type  

¶ P1 ð Party wall/ground floor ð between dwellings  

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/P1B_Suspended_Floor_model(i).trc
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/P1B_Suspended_Floor_model(ii).trc
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Step 2: Refer to the appropriate conventions within BR497  

¶ 4.8.1 Party wall/ground -floor junction  

¶ 2.5 Boundary conditions  

BR497 Section 4.8.1 requires two model to be simulated. First, the floor with the separating wall giving 

the modelled heat loss ὗ  , and secondly the floor without the separating wall giving the modelled 

heat loss ὗ . Step 3 to 6 explains how to model the floor with separating wall and step 6 to 8 

explains how to model the floor without the separating wall.  

 

Step 3: Prepare geometry  of model (i)  in DXF format: P1B_Suspended_Floor_model(i).dxf  

See section 2.1 and section 18 , step 3 in this document.   

Note: The modelling procedure for P1 is described in detail in Section 4.8.1 of the BR497 document. 

First model(i) is prepared and simulated in TRSICO.  

The modelling procedure for the suspended floor at the party wall/ground -floor junction is identical 

to that used for the slab -on -ground detailed in the previous section. Only the model dimensions 

and block arrangement are provided here.   

 

Figure 106 Model (i) dimensions for the calculation model  

 

Figure 107 Blocks Arrangement for model (i)  

 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/P1B_Suspended_Floor_model(i).dxf
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Step 4: Define material properties and boundary conditions  

¶ For boundary conditions and surface heat transfer coefficients (as per section 2.5 of BR497)  

¶ Some of the colo urs used in the model do not match the default values provided in the 

TRISCO Colour Database. These colo urs have been manually adjusted to more accurately 

reflect the configuration of Worked Example 9 from BR497. These modifications must be 

performed manually within the TRISCO interface.  

¶ The specific changes are highlighted with red squares in  Figure 108, indicating where the 

colo ur adjustments were made to align with the example.  

 

Figure 108 Materials and boundary condition properties for analysis  

¶ According to BR497 Section 4.8.1, underfloor space is modelled with downward and 

horizontal heat flow, using and under floor air temperature (Tu = 3.5  C) calculated from 

PartyWall_GroundFloor_Junction_Calculator.xlsx.  

Step 5: Define derived thermal properties and run the calculation  

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

 

Figure 109 Model (i) Heat flow results in TRISCO  

Step 6: Prepare geometry  of model (ii)  in DXF format:  P1B_Suspended_Floor_model(ii).dxf  

The modeling approach described in Section 18 Step 3 and Step 6 is applied identically in Model(ii)  

here , but without party wall and foundation .  

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/PartyWall_GroundFloor_Junction_Calculator.xlsx
/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/P1B_Suspended_Floor_model(ii).dxf
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Figure 110 Model (i i) dimensions for the calculation  model  

 

Figure 111 Blocks Arrangement for model (ii)  

 

Step 7: Define material properties and boundary conditions  

¶ For boundary conditions and surface heat transfer coefficients (as per section 2.5 of BR497)  

¶ The same material conditions are applied in Model (ii). However, since the separating wall 

is not included in this version, most of the materials used in the first model  are not present. 

The material properties are shown in Figure 112Error! Reference source not found. , with any 

deviations from the default values in the TRISCO Colo ur Database clearly highlighted using 

red squares.  
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Figure 112 Materials and boundary condition properties for analysis  

¶ According to BR497 Section 4.8.1, underfloor space is modelled with downward and 

horizontal heat flow, using and under floor air temperature (Tu = 3.5C) calculated from 

PartyWall_GroundFloor_Junction_Calculator.xlsx . 

Step 8: Define derived thermal properties and run the calculation  

¶ Prepare the grid for analysis using ôAuto splitõ and then run the calculation.  

Grid Ƃ Auto splité  (see section 2.2 for parameters)  

 

Figure 113 Model (ii) heat flow results in TRISCO  

Calculated Result from the analysis:  

Linear thermal transmit tance ( ʕ) = 0.166 W/mK  

ʕ ʕ Ô 5   

ʕ
  Љ

Ȣ Ȣ

  Ȣ
πȢςτρ  W/mK  

where:  

1  = total heat loss from the model(i) (W)  

1  = total heat loss from the model(ii) (W)  

Љ = width of floor (in the model) parallel to the separating wall (m)  

5
Ȣ  Љ 

Ȣ

Ȣ  Ȣ
πȢςυπ W/m 2K 

where:  

5 = U-val ue o f the heat -loss floor 

Ô  = thickness of the separating wall  

1 = 1 , the heat flow into the heat -loss floor of the second 3D model, model (ii)  

 

Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/PartyWall_GroundFloor_Junction_Calculator.xlsx
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ʕ ʕ Ô 5 πȢςτρ πȢσφυπȢςυπ πȢσσς W/mK  

Half of the calculated ʕ-value is assigned to each property.  

 

In the case of a separting wall within a property, ʕ is equal to ʕ  and the full calculated ʕ-value is 

assigned to property.  

Note, as per BR497:  

¶ The height of the party wall, h pw  is taken to be 2.4 m. The height from the finished floor level 

to the adiabatic at the top of the separating wall in the model is ½h pw , ie 1.2 m.  

¶ The level of the external soil (in the model) should be set 150 mm below that of the internal 

floor finish.  

¶ The characteristic dimensions of the floor (b) in the model should be set to 8 m, which 

corresponds to a P/A of 0.25 (section 2.2.2 of BR497). P/A are defined in EN ISO 13370.  

¶ The underfloor space is at an intermediate temperature, Tu, between Ti and Te. Tu should 

be calculated from the heat balance in accordance with the Annex -G of EN ISO-13370 for 

a P/A of 0.5. This results in a characteristic dimension (B)=4m. But this is only limited to 

calculate the underfloor air temperature Tu. However, for the later steps to determine the Ƿ 

value, we need to model the characteristic dimension of floor (B=8m) mentioned as per 

section 2.2.2, BR497. 

¶ The underfloor temperature Tu shall be calculated as per EN ISO 13370 (G.1) or BRE U value 

calculator. Alternatively, you can also use  PartyWall_GroundFloor_Junction_Calculator.xlsx  

¶ When calculating Tu, ventilation of the underfloor space should be determined in 

accordance with Annex G of BS EN ISO 13370 assuming the wind speed as 5 m/s, shielding 

factor as 0.05 and the ventilation openings equivalent to 0.0015 m² per metre length of the 

floor perimeter.  

¶ External walls are replaced by the adiabatic boundary (to avoid the ʕ-value being 

dependent on the construction of external wall) at the edge of the floor which is verticall  

down from the finished floor level and then 300 mm horizontally at the level of the external 

soil, which itself 150 mm  below the finished floor level.  

¶ The results obtained in this document differ from those presented in Worked Example 9 of 

the BR497 document, despite using the same model, which suggests a potential error  in 

BR497. Additionally, following the BR497 approach is considered conservative because the 

heat loss es from the floor to the external boundary  and consequently the ȗ-value  are  highly 

dependent on the position of the adiabatic condition.  

 

 

/Files/P1_PARTY_WALL_GROUND_FLOOR/P1B_SUSPENDED_FLOOR/PartyWall_GroundFloor_Junction_Calculator.xlsx
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Figure 114: Material properties  

 

 

Figure 115: Temperature contour from the analysis  

  












